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SPECIFICATIONS

SEL POLYESTER 10:1 RESIN 410ML

DECLARATION OF PERFORMANCE

MODEL SIZE
SEL410POL 410ml

Sel 410 POL+ is a two-part chemical anchoring 
resin designed to anchor threaded rods in 
concrete and hollow walls and also has the 
advantage of good chemical resistance and 
durability in outdoor situations. This sophisticated 
chemical anchoring product is a fast curing 
injection system, delivered through a mixing 
nozzle directly into the fixing hole. The cartridges 
are extruded using either a specially designed 
fixing tools. 

PRODUCT OVERVIEW

KEY FEATURES

• Ideal for hollow walls, brickwork and masonry

• High loads possible

• Suitable as a filler for gap and crack repairs
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SEL POLYESTER 10:1 RESIN 410ML

DECLARATION OF PERFORMANCE

Intended use or uses of the construction product according to ETAG 029 Edition April 2013

Generic type Injection anchor for use in Masonry

Base Material Solid masonry (use category b) or hollow or perforated masonry 
(use category c) according to Annex B9. The mortar strength 
class of the masonry has to be M 2,5 according to EN 998-2:2010 
at minimum. 
Dimensions [mm]: 120 x 250 x 60 fb class ≥ 18 N/mm2 density ρm 
≥ 1666,7 kg/m3 (e.g. type "Mattone Pieno")
Dimensions [mm]: 200 x 560 x 274 fb class ≥ 11,5 N/mm2
density ρm ≥ 600 kg/m3 (e.g. type "French brick")
(e.g. type "French br)

Threaded rods made of zinc coated steel Threaded rod M8 – M12
Strength class 4.6, 5.8, 6.8 EN ISO 898-1 Steel galvanized ≥ 5μm EN 
ISO 4042
Hot dipped galvanized ≥ 45μm EN ISO 10684 Washer ISO 7089
Steel galvanized EN ISO 4042; hot dipped galvanized EN ISO 
10684
Nut EN ISO 4032 Strength class 8 EN ISO 898-2
Steel galvanized ≥ 5μm EN ISO 4042 Hot dipped galvanized ≥ 45μ
m EN ISO 
10684 Threaded rods made of stainless steel
Threaded rod M8 – M12 Strength class A4-70 and A4-80 EN ISO 
3506-1;
Washer ISO 7089
Strength class A4-70 and A4-80 EN ISO 3506-1;
Nut EN ISO 4032
Strength class A4-70 and A4-80 EN ISO 3506-1;
Perforated sleeve Polyethylene 16 X 85

Material

Durability internal dry conditions

Loading Static and quasi static in solid/hollow/perforated masonry

Service temperature 
range

The anchor may be used in the following service temperature 
range: 
a) -40°C to +40°C (max. short term temperature +40°C and max. 
long term temperature +24°C),
b) -40°C to +80°C (max short term temperature + 80 °C and max 
long term temperature + 50 °C).
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DECLARATION OF PERFORMANCE

Use category in structures subject to dry, internal conditions – category w/d (use)

ZAGCertificate of 
Conformity issued by

Fire Resistance N/A

Fire Reaction N/A

ETA - 16/0907 issued 
by

ETA DANMARK

On the basis of ETAG 029 Edition April 2013

1Under System
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DECLARATION OF PERFORMANCE

The performances of the product identified by the above identification code are in conformity with 
the declared performance. This declaration of performance is issued under the sole responsibility of 
Chemfix Products Ltd. 

Signed for and behalf of the manufacturer by:

The information provided in this product data sheet is based on the latest available data and is accurate to the best of our knowledge. However, 
Selkent cannot accept liability for any errors or omissions. The performance and suitability of the product must be evaluated by the end user under 
their specific conditions and environment. It is the responsibility of the user to ensure compliance with local regulations and safety standards during 
installation and use. Selkent reserves the right to make changes to product specifications without prior notice


